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© Reliance Oilfield Services 
All interpretations of Logs made by Reliance Oilfield Services employees will give the customer the benefits of their best judgment. Since all interpretations 
are personal opinions, based on inferences from electrical and or other measurements, we do not, and cannot, guarantee the accuracy of any interpretation, 

except in a case of willful negligence or willful misconduct on our part, be liable or responsible for any lose, cost, damage or expenses incurred or sustained 
by the customer resulting from any interpretations made by our agents, officers or employees. 

 

Flowmeter Interpretation 

Hydro Resources 
ECCV D1-2 
August 29, 2016 
 
 

Casing 
Description 

Size 
 (in) 

Casing Weight 
(lb/ft) 

Depth Interval 
(ft) 

Surface 10 3/4 40.5 Surface – 1,757 
Intermediate 7 5/8 26.4 Surface – 9,051  

Liner 4 1/2 11.6 9,051 – 10,098 
 
 
Objective 
 
Determine the current injection profile over the Wolfcamp (9,508 – 9,594 ft), Amazon (9,594 – 9,640 ft) 
and Council Grove (9,666 – 9,740) formations. 
 
Logging Program 
 
Using the Lee Specialty PLT tool string, log 3 UP and DOWN at 90, 120, and 150 ft/min.  Depths 
logged were 9,485 to 9,745 ft KB.  Surface injection rate was estimated to be 14,400 BPB (10 BPM) 
from previous measurements.  All passes were depth corrected to Reliance OFS Temperature Gamma 
Ray Casing Collar Log, dated: August 9, 2016. 
 
 
Interpretation Summary 
 
Injection data was used to obtain in-situ calibrations for the flowmeter, and then applied to the injection 
data to calculate VAPP and subsequent injection rates.  The calibration data is shown below. (Figure 1) 

The interpretation indicates a total of 10,987 BPD injection at bottom hole conditions above the 
Wolfcamp/Amazon/Council Grove vs. a reported 14,400 BPD surface injection.  All UP and DOWN 
spinner passes recorded good data with the exception of the DOWN 90 and UP 150 passes. The UP 90 
and UP 120 were used primarily for the analysis. 

The interpretation indicates injection percentages over the three formations of interest.  
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